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PREMIER SMART
TEKNİK ÜRÜN BİLGİLERİ | Yoğun bakım yatakları

• Kontrol panelinden CPR konumlandırma • Sırt ve diz hareketlerini eşleştiren Auto Contour

• Bakım personeli için ayrı kontrol ünitesi • Kilitlenerek sabitlenen, aşağı indirilebilir yan bariyerler

• Uzunluk: 212 cm • En: 102 cm

• Yükseklik(Şiltesiz): 45 - 85 cm • Güvenli çalışma yükü (aksesuarlar dahil): 250 kg

• Motorlu yükseklik, sırt ve bacak konumlandırma • El kumandasıyla pozisyon kontrolü

• Temizlik ve erişim için çıkarılabilir uç paneller • Pozisyonlar: Trendelenburg, ters Trendelenburg, Fowler,
vasküler

• Geri kayan sırt bölümü • 24 V yedek akü

• Mekanik CPR • Elektronik koruma: IPX4

• Platform uzatma: 18 cm (opsiyonel) • Radyolüsen HPL yüzey / kaset alanı

• Çıkarılabilir ABS şase muhafazası • Antistatik teker; merkezi / yön kilidi

• Elektrostatik boyalı metal • Yükseklik ayarlı serum askısı

• Ayarlanabilir diz desteği • Çarpma tamponları

• Aksesuar bağlantı yuvaları • Sırt açı göstergesi

• Yatak eğim göstergesi • Tek tuşla sandalye pozisyonu

• Tek tuşla şok pozisyonu • Tek tuşla semi-Fowler

• Tek tuşla yataktan çıkış • Tek tuşla muayene pozisyonu

• Hemşire kumandası aktivasyon kilidi • Trendelenburg açısı: 0°-16°

• Ters Trendelenburg açısı: 0°-16°
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PREMIER SMART
PRODUCT TECHNICAL DATA | Intensive care beds

• CPR positioning from the control panel • Auto Contour coordinated backrest and knee movement

• Separate caregiver control unit • Locking side barriers that lower out of the way

• Length: 212 cm • Width: 102 cm

• Height without mattress: 45 - 85 cm • Safe working load (including accessories): 250 kg

• Powered height, backrest and legrest positioning • Handset-operated positioning

• Removable end panels for cleaning and access • Positions: Trendelenburg, reverse Trendelenburg, Fowler,
vascular

• Retracting backrest • 24 V battery backup

• Mechanical CPR • Electronics protection: IPX4

• Platform extension: 18 cm (optional) • Radiolucent HPL surface / cassette provision

• Removable ABS chassis covers • Antistatic castors; central / directional lock

• Electrostatically coated metal • Height-adjustable IV pole

• Adjustable knee support • Impact bumpers

• Accessory mounting sockets • Backrest angle indicator

• Bed tilt indicator • One-touch chair position

• One-touch shock position • One-touch semi-Fowler

• One-touch bed-exit position • One-touch examination position

• Nurse-control activation lock • Trendelenburg angle: 0°-16°

• Reverse Trendelenburg angle: 0°-16°


